ARCHITECTURAL SPECIFICATIONS

Power Distribution Unit 
NXA-1508-8 (FG673-01) 
DESIGN

· Power Distribution Unit (PDU) that allows distribution of power through AxLink power and AC power to control both rack and room requirements, including remote reset of devices via a power cycle, monitoring energy consumption for individually connected devices, and restricting power when devices are not in use.  
· PDU must be compatible with all AMX NetLinx series Central 
· Controllers. PDUs which are not compatible NetLinx series Central 
· Controllers shall not be accepted.

· PDU must include AxLink data/power connectivity for eight (8) 3.5mm (4-pin) AxLink captive-wire connectors to provide data and power to up to eight (8) AxLink devices. PDUs which do not include eight 4-pin connectors for AxLink connectivity for up to 8 AxLink devices shall not be accepted.
· PDU must include a MASTER Controller 3.5mm (4-pin) AxLink connector port to provide connectivity to the NetLinx Master.  PDUs which do not include a MASTER Controller 3.5mm (4-pin) AxLink connector port to provide connectivity to the NetLinx Master shall not be accepted.
· PDU must include a 3.5mm (2pin) input port to provide connectivity to a Remote Temperature Sensor (RTS).  PDUs which do not have a TEMP input port for the RTS shall not be accepted.
· PDU must support an 8-position DIP Switch to specify a unique device address for itself in the NetLinx Control System. PDUs which do not support an 8-position DIP Switch shall not be accepted.
· PDU must include a Reset pushbutton to provide a momentary reset for the MASTER power connection.  PDUs which do not include a Reset pushbutton shall not be accepted.
· PDU must support maximum allowable current 10A@120 VAC, 8A@240 VAC on a single high-voltage outlet. PDUs which do not support a maximum allowable current of 10A@120 VAC, 8A@240 VAC on a single high-voltage outlet shall not be accepted.
· PDU must include eight (8) green LEDs to indicate associated power for outlets 1-8. PDUs which do not include eight green LEDs to indicate power for associated outlets 1-8 shall not be accepted.

· PDU must include two (2) green LEDs to indicate associated power for banks 1 and 2 of the AxLink Bus Strips. PDUs which do not include two LEDs to indicate power for banks 1 and 2 of AxLink Bus Strips shall not be accepted. 

PROGRAMMING
PDU is controlled via NetLinx Programming, using 8 AxLink device IDs starting from the device ID denoted by the DIP Switch.
· Device 1: power outlet 1 + AxLink Power 1+ Input Voltage + Temperature
· Device 2: power outlet 2 + AxLink Power 2
· Device 3-8: power outlets 3-8

TECHNICAL SPECIFICATIONS
· Power requirements: 100-240 VAC, 47-63 Hz
· Dimensions: 1 3/16” x 17” x 9 11/16” (3.0 cm x 43.2 cm x 9.7 cm)

· Weight: 9 lbs. (4.08 kg)

· Enclosure: Steel, black powder coated finish

· 19” rack mount  (1 RU)
· Operate at temperatures between 0° C - 40° C (32° F – 104° F)
· Relative Humidity of 5% - 85% 

CERTIFICATIONS
· CE 
· CB Scheme
· SGS

· C-Tick

· UL (Pending)

INCLUDED ACCESSORIES

· EVN-VST-TSO, ViewStat Outdoor Temperature Sensor
· EC-320 C-13 to NEMA 5-15P cable (US Version only)
· Removable Mounting Brackets
· Safety Fuse: 10A @ 240VAC

OPTIONAL ACCESSORIES

· EVN-VST-TSF, ViewStat Indoor Flush Mount Temperature Sensor

· C13 to C14 Power Cable

· NEMA to C14 Power Cable

