ARCHITECTURAL SPECIFICATIONS
Sereno Conferencing Camera
NMX-VCC-1000 (FG3211-10)
SUMMARY

· Conferencing camera designed to support web conferencing applications in meeting spaces. Camera provides HD quality video with voice capture for web conferencing
WEB CAMERA REQUIREMENTS

· Cameras must support minimum video resolution of 1080p. Cameras not supporting high definition video shall not be accepted
· Camera must have a minimum of 120° viewing. Cameras not utilizing a wide field-of-view shall not be accepted
· Camera must reject unwanted ambient noise using microphone beamforming. Cameras without audio beam forming shall not be accepted
· Camera must have mechanical means to block the lens and electronically disconnect the microphone. Camera without mechanical controls shall not be accepted
· Camera must be able to connect via USB for interfacing with different soft conferencing solutions
· Camera must have flexible mounting options
· Dimensions: 1 3/4" x 7 5/16" x 1 1/2" (44 mm x 185 mm x 39 mm)
About AMX
AMX hardware and software solutions simplify the implementation, maintenance, and use of technology to create effective environments. With the increasing number of technologies and operating platforms at work and home, AMX solves the complexity of managing this technology with reliable, consistent and scalable systems. Our award-winning products span control and automation, system-wide switching and audio/video signal distribution, digital signage and technology management. They are implemented worldwide in conference rooms, homes, classrooms, network operation / command centers, hotels, entertainment venues, broadcast facilities, and more.  ©2015 AMX. All rights reserved.
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