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Supported Device Types Maximum Supported Control * 
Projector/Display 2 IP, RS232 
Motorized Screen 2 3 x relay ports (up, down, stop) 
Projector Lift 2 2 x relay ports (up, down) 
A/V Switcher - Supports up to 18 x 12 1 IP, RS232 
DVD Player 1 IP, RS232, IR (No feedback) 
VCR 1 IP, RS232, IR (No feedback) 
Cable or Sat TV or TV tuner 1 IP, RS232, IR (No feedback) 
Video Conference 1 IP, RS232, IR (No feedback) 
Camera 2 IP, RS232, IR (No feedback) 
Document Camera 1 IP, RS232, IR (No feedback) 
Room PC 1 ComputerControl 
Laptop 2 ComputerControl 
DVR (Recorder) 1 IP, RS232, IR (No feedback) 
Audio Mixer 1 IP, RS232 
Metreau and Novara Keypads 2 Axlink 
Auxiliary Sources 2 Source Selection - No Control 
Lighting system 1 IP, RS232 
Shades/Blinds/Curtains 2 3 x relay ports (open, close, stop) 
Amplifier 1 No Control 
Network standard infrastructure 1 No Control 

 
 
* All IP and RS232 Duet modules must be AMXmeetingroom compatible.  IR files can be downloaded 
from AMX.com or can be uploaded to the master but must be in AMX irl format 
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